Subject to priorities defined by the Technical Council and the Presidium, the results of fib’s work in Commissions and Task Groups are published in a continuously numbered series of technical publications called 'Bulletins'. The following categories are used:

<table>
<thead>
<tr>
<th>Category</th>
<th>Minimum approval procedure required prior to publication</th>
</tr>
</thead>
<tbody>
<tr>
<td>Technical Report</td>
<td>approved by a Task Group and the Chairpersons of the Commission</td>
</tr>
<tr>
<td>State-of-Art Report</td>
<td>approved by a Commission</td>
</tr>
<tr>
<td>Manual, Guide (to good practice) or Recommendation</td>
<td>approved by the Technical Council of fib</td>
</tr>
<tr>
<td>Model Code</td>
<td>approved by the General Assembly of fib</td>
</tr>
</tbody>
</table>

Any publication not having met the above requirements will be clearly identified as preliminary draft.

This Bulletin N° 48 was approved as an fib Guide to good practice by the Technical Council of fib in May 2008.

This report was drafted by Task Group 10.2, Formwork and falsework, within Commission 10, Construction:

Philippe Jacquet (Convener, Bouygues Travaux Publics, France)
Jean Davy (Bouygues Travaux Publics, France), J. Emilio Herrero (editor of the report, Ferrovial-Agroman, Spain), Aad van der Horst (Delft University of Technology, The Netherlands), Florent Imberty (SETRA, France), Patrice Schmitt (SNCF/IGOA, France)

Non-TG 10.2 members who contributed to this report:

Manuel Contreras (Ferrovial-Agroman, Spain), Stuart Curtis (RTR Bridge Construction Services, Australia), Jesus Gonzalez (Ferrovial-Agroman, USA), Alexandru Neagoe (Ferrovial-Agroman, USA), Bob Normand (Delta Marine Consultants, The Netherlands), Daniel Tassin (International Bridge Technologies, USA), Godfrey Webster (Owen Williams Ltd.-Amey, UK)

Full address details of Task Group members may be found in the fib Directory or through the online services on fib’s website, www.fib-international.org.

Cover image: Underslung traveller for span-by-span construction process (movable shuttering system), Anchuelo viaduct high-speed railway Madrid-Barcelona (Spain).

© fédération internationale du béton (fib), 2009

Although the International Federation for Structural Concrete fib – fédération internationale du béton – does its best to ensure that any information given is accurate, no liability or responsibility of any kind (including liability for negligence) is accepted in this respect by the organisation, its members, servants or agents.

All rights reserved. No part of this publication may be reproduced, modified, translated, stored in a retrieval system, or transmitted in any form or by any means, electronic, mechanical, photocopying, recording, or otherwise, without prior written permission from fib.

First published in 2009 by the International Federation for Structural Concrete (fib)
Postal address: Case Postale 88, CH-1015 Lausanne, Switzerland
Street address: Federal Institute of Technology Lausanne - EPFL, Section Génie Civil
Tel +41 21 693 2747 • Fax +41 21 693 6245
fib@epfl.ch • www.fib-international.org

ISSN 1562-3610
ISBN 978-2-88394-088-8

Printed by DCC Document Competence Center Siegmar Kästl e.K., Germany